Environmental Protection Agency

(d) You must keep annual records of
the amount of CKD which is removed
from the kiln system and either dis-
posed of as solid waste or otherwise re-
cycled for a beneficial use outside of
the kiln system.

(e) You must keep records of the
amount of CKD recycled on an hourly
basis.

(f) You must keep records of all fly
ash supplier certifications as required
by §63.1350(0).

[64 FR 31925, June 14, 1999, as amended at 71
FR 76552, Dec. 20, 2006]

OTHER

§63.1356 Exemption from new source
performance standards.

(a) Except as provided in paragraphs
(a)(1) and (2) of this section, any af-
fected source subject to the provisions
of this subpart is exempt from any oth-
erwise applicable new source perform-
ance standard contained in subpart F
or subpart OO0 of part 60 of this chap-
ter.

(1) Kilns and in-line kiln/raw mills, as
applicable, under 40 CFR 60.60(b), lo-
cated at area sources are subject to PM
and opacity limits and associated re-
porting and recordkeeping, under 40
CFR part 60, subpart F.

(2) Greenfield raw material dryers, as
applicable under 40 CFR 60.60(b), lo-
cated at area sources, are subject to
opacity limits and associated reporting
and recordkeeping under 40 CFR part
60, subpart F.

(b) The requirements of subpart Y of
part 60 of this chapter, ‘““‘Standards of
Performance for Coal Preparation
Plants,” do not apply to conveying sys-
tem transfer points used to convey coal
from the mill to the kiln that are asso-
ciated with coal preparation at a port-
land cement plant that is a major
source under this subpart.

[64 FR 31925, June 14, 1999, as amended at 67
FR 16622, Apr. 5, 2002; 71 FR 76552, Dec. 20,
2006]

§63.1357 Temporary, conditioned ex-
emption from particulate matter
and opacity standards.

(a) Subject to the limitations of
paragraphs (b) through (f) of this sec-
tion, an owner or operator conducting
PM CEMS correlation tests (that is,

§63.1357

correlation with manual stack meth-
ods) is exempt from:

(1) Any particulate matter and opac-
ity standards of part 60 or part 63 of
this chapter that are applicable to ce-
ment kilns and in-line kiln/raw mills.

(2) Any permit or other emissions or
operating parameter or other limita-
tion on workplace practices that are
applicable to cement kilns and in-line
kiln raw mills to ensure compliance
with any particulate matter and opac-
ity standards of this part or part 60 of
this chapter.

(b) The owner or operator must de-
velop a PM CEMS correlation test
plan. The plan must be submitted to
the Administrator for approval at least
90 days before the correlation test is
scheduled to be conducted. The plan
must include:

(1) The number of test conditions and
the number of runs for each test condi-
tion;

(2) The target particulate matter
emission level for each test condition;

(3) How the operation of the affected
source will be modified to attain the
desired particulate matter emission
rate; and

(4) The anticipated normal particu-
late matter emission level.

(¢c) The Administrator will review
and approve or disapprove the correla-
tion test plan in accordance with
§63.7(c)(3)(1) and (iii). If the Adminis-
trator fails to approve or disapprove
the correlation test plan within the
time period specified in §63.7(c)(3)(iii),
the plan shall be considered approved,
unless the Administrator has requested
additional information.

(d) The stack sampling team must be
on-site and prepared to perform cor-
relation testing no later than 24 hours
after operations are modified to attain
the desired particulate matter emis-
sions concentrations, unless the cor-
relation test plan documents that a
longer period is appropriate.

(e) The PM and opacity standards
and associated operating limits and
conditions will not be waived for more
than 96 hours, in the aggregate, for the
purposes of conducting tests to cor-
relate PM CEMS with manual method
test results, including all runs and con-
ditions, except as described in this
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